
The new Zephyr and Zodiac LED lanterns 

have been designed to replace traditional 

HID luminaires. The two ranges are made of 

high quality die-cast aluminium housing and 

robust build and protection with IK09 and 

IP66 ratings, offering a perfect solution for 

amenity including car parks and perimeter 

lighting.

Zephyr comes in two sizes (small and 

large) and a range of lumen packages 

(3,300, 5,500 or 8,800lm), delivering up 

to 110lm/W. The range offers photocell 

versions on large model, which allows for 

operation during dusk to dawn.

Zodiac comes in three sizes (small, medium 

and large) and a range of lumen packages 

(6,600, 8,800, 13,000 or 22,000lm), 

delivering up to 110lm/W. The range 

offers photocell versions, which allows for 

operation during dusk to dawn.

Zephyr & Zodiac
High quality LED lanterns



FEATURES:
 � Zephyr LED lantern replaces traditional HID fixtures

 � Perfect for amenity including car parks and perimeter lighting

 � Two size options: small or large

 � Range of lumen packages available: 3,300, 5,500 and 8,800lm

 � Efficacy up to 110lm/W

 � High quality die-cast aluminium housing

 � Neutral white (4,000K) colour temperature

 � Photocell option available on Large version, which allows for operation during dusk to dawn

 � Robust build and protection: IK09 and IP66

 � Available in Grey RAL 9022 colour finish

 � Colour rendering index: Ra 70+

 � Supplied with 8 metres (H05RN-F) mains supply cable

 � Zephyr Small fits onto 48mm side entry spigot, Zephyr Large fits onto 60mm side entry spigot 

 � Recommended for mounting heights of 4-8 metres

 � Long lifetime of 50,000 hours at L70 B50

Item Code Description Colour 
Temperature

(K)

Voltage
(V)

Electrical Class Photocell System Power 
consumption 

(W)

Lumen output 
(lm)

Efficacy 
(lm/W)

Weight
(kg)

Small

0049390 ZEPHYR SML LANT 3300LM 4K 1M CLI GREY 4,000 230 - 240 Class I No 30 3,300 110 1.43

0049391 ZEPHYR SML LANT 3300LM 4K 1M CLII GREY 4,000 230 - 240 Class II No 30 3,300 110 1.43

Large

0049392 ZEPHYR LRG LANT 5500LM 4K 2S CLI GREY 4,000 230 - 240 Class I No 50 5,500 110 2.85

0049394 ZEPHYR LRG LANT 5500LM 4K 2S CLII GREY 4,000 230 - 240 Class II No 50 5,500 110 2.85

0049396 ZEPHYR LRG LANT 8800LM 4K 2S CLI GREY 4,000 230 - 240 Class I No 80 8,800 110 2.85

0049398 ZEPHYR LRG LANT 8800LM 4K 2S CLII GREY 4,000 230 - 240 Class II No 80 8,800 110 2.85

Large - Photocell

0049393 ZEPHYR LRG LANT 5500LM 4K 2S CLI GREY PH 4,000 230 - 240 Class I Yes 50 5,500 110 2.85

0049395 ZEPHYR LRG LANT 5500LM 4K 2S CLII GREY PH 4,000 230 - 240 Class II Yes 50 5,500 110 2.85

0049397 ZEPHYR LRG LANT 8800LM 4K 2S CLI GREY PH 4,000 230 - 240 Class I Yes 80 8,800 110 2.85

0049399 ZEPHYR LRG LANT 8800LM 4K 2S CLII GREY PH 4,000 230 - 240 Class II Yes 80 8,800 110 2.85
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Zephyr
High quality LED lanterns

Photometric data

Small - Optic Type 1M Large - Optic Type 2S

Dimensions (mm)

Small Large

Legend: SML = Small; LRG = Large; 4K = 4,000K Neutral White; 1M = Optic Type 1 Medium; 2S = Optic Type 2 Short; GREY = Grey; PH = Photocell

Photocell option

* see ordering guide

* *



FEATURES:
 � Zodiac LED lantern replaces traditional HID fixtures

 � Perfect for amenity including car parks and perimeter lighting

 � Three size options: small, medium or large

 � Range of lumen packages available: 6,600, 8,800, 13,000 and 22,000lm

 � Efficacy up to 110lm/W

 � High quality die-cast aluminium housing

 � Neutral white (4,000K) colour temperature

 � Photocell option available, which allows for operation during dusk to dawn

 � Robust build and protection: IK09 and IP66

 � Available in Grey RAL 9022 colour finish

 � Colour rendering index: Ra 70+

 � Supplied with a length of (H05RN-F) mains supply cable

 � Zodiac Small fits onto 60mm side entry spigot

 � Zodiac Medium and Large has adjustable mounting bracket that allows for use on either 60mm 
side entry or 60mm post top spigot

 � Recommended for mounting heights of 6-12 metres

 � Long lifetime of 50,000 hours at L70 B50

Item Code Description Colour 
Temperature

(K)

Voltage
(V)

Electrical Class Photocell System Power 
consumption 

(W)

Lumen output 
(lm)

Efficacy 
(lm/W)

Weight
(kg)

Small

0049910 ZODIAC SML LANT 6.6KLM 4K T4 CLI GREY 4,000 230 - 240 Class I No 60 6,600 110 6.10

0049912 ZODIAC SML LANT 6.6KLM 4K T4 CLII GREY 4,000 230 - 240 Class II No 60 6,600 110 6.10

Small - Photocell

0049911 ZODIAC SML LANT 6.6KLM 4K T4 CLI GREY PH 4,000 230 - 240 Class I Yes 60 6,600 110 6.10

0049913 ZODIAC SML LANT 6.6KLM 4K T4 CLII GREY PH 4,000 230 - 240 Class II Yes 60 6,600 110 6.10

Medium

0049914 ZODIAC MED LANT 8.8KLM 4K T4 CLI GREY 4,000 230 - 240 Class I No 80 8,800 110 10.00

0049916 ZODIAC MED LANT 8.8KLM 4K T4 CLII GREY 4,000 230 - 240 Class II No 80 8,800 110 10.00

0049918 ZODIAC MED LANT 13KLM 4K T4 CLI GREY 4,000 230 - 240 Class I No 120 13,000 108 10.00

0049920 ZODIAC MED LANT 13KLM 4K T4 CLII GREY 4,000 230 - 240 Class II No 120 13,000 108 10.00

Medium - Photocell

0049915 ZODIAC MED LANT 8.8KLM 4K T4 CLI GREY PH 4,000 230 - 240 Class I Yes 80 8,800 110 10.00

0049917 ZODIAC MED LANT 8.8KLM 4K T4 CLII GRY PH 4,000 230 - 240 Class II Yes 80 8,800 110 10.00

0049919 ZODIAC MED LANT 13KLM 4K T4 CLI GREY PH 4,000 230 - 240 Class I Yes 120 13,000 108 10.00

0049921 ZODIAC MED LANT 13KLM 4K T4 CLII GREY PH 4,000 230 - 240 Class II Yes 120 13,000 108 10.00

Large

0049922 ZODIAC LRG LANT 22KLM 4K T4 CLI GREY 4,000 230 - 240 Class I No 200 22,000 110 13.00

0049924 ZODIAC LRG LANT 22KLM 4K T4 CLII GREY 4,000 230 - 240 Class II No 200 22,000 110 13.00

Large - Photocell

0049923 ZODIAC LRG LANT 22KLM 4K T4 CLI GREY PH 4,000 230 - 240 Class I Yes 200 22,000 110 13.00

0049925 ZODIAC LRG LANT 22KLM 4K T4 CLII GREY PH 4,000 230 - 240 Class II Yes 200 22,000 110 13.00

Zodiac 
High quality LED lanterns

Legend: SML = Small; MED = Medium; LRG = Large; 4K = 4,000K Neutral White; T4 = Optic Type 4; GREY = Grey; PH = Photocell

Photocell option
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* *

* see ordering guide



Zodiac LED lantern 
High quality LED lanterns
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Although every effort has been made to ensure accuracy in the 
compilation of the technical detail within this publication, specifications 
and performance data are constantly changing. Current details should 
therefore be checked with Feilo Sylvania Europe Limited.

www.feilosylvania.com

Photometric data

Small

Medium

Dimensions (mm)

Small

Medium

Large
Large



ZD216 Street Light 10W 4000K T1S with fuse

5 999097 607306 2018-02-01

PRODUCT INFORMATION

Product code 60730
Product description ZD216 Street Light 10W
EAN code 5999097607306
Category Streetlight

ELECTRICAL DATA

Nominal wattage 10 W
Rated wattage 10.0 W
Nominal voltage 220-240V
Operating frequency 50/60 Hz
Nominal current 0,05 A
Power factor 0.9

PHOTOMETRIC DATA

Nominal luminous flux 1100
Rated luminous flux 1100 lm
Correlated colour temperature 4000K
Colour temperature designation neutral white
Colour rendering index (Ra) 70
Colour consistency 7

MECHANICAL DATA

Overall length 359 mm
Overall width 161 mm
Overall height 78 mm
Weight 1,4 kg

LIFE SPAN

Nominal life time 50000 hrs
Rated life time 50000 hrs
Number of switching cycles 25000

Optimum operating ambient temperature -25-45°C
Dimming Non-dimmable
Surge protection 4kV
IP rating IP66
IK rating IK09



ZD216 Street Light 20W 4000K T1S with fuse

5 999097 607313 2018-02-01

PRODUCT INFORMATION

Product code 60731
Product description ZD216 Street Light 20W
EAN code 5999097607313
Category Streetlight

ELECTRICAL DATA

Nominal wattage 20 W
Rated wattage 20.0 W
Nominal voltage 220-240V
Operating frequency 50/60 Hz
Nominal current 0,09 A
Power factor 0.9

PHOTOMETRIC DATA

Nominal luminous flux 2200 lm
Rated luminous flux 2200 lm
Correlated colour temperature 4000K
Colour temperature designation neutral white
Colour rendering index (Ra) 70
Colour consistency 7

MECHANICAL DATA

Overall length 359 mm
Overall width 161 mm
Overall height 78 mm
Weight 1,4 kg

LIFE SPAN

Nominal life time 50000 hrs
Rated life time 50000 hrs
Number of switching cycles 25000

Optimum operating ambient temperature -25-45°C
Dimming Non-dimmable
Surge protection 4kV
IP rating IP66
IK rating IK09



ZD216 Street Light 30W 4000K T1S with fuse

5 999097 607320 2018-02-01

PRODUCT INFORMATION

Product code 60732
Product description ZD216 Street Light 30W
EAN code 5999097607320
Category Streetlight

ELECTRICAL DATA

Nominal wattage 30W
Rated wattage 30.0 W
Nominal voltage 220-240V
Operating frequency 50/60 Hz
Nominal current 0,14 A
Power factor 0.9

PHOTOMETRIC DATA

Nominal luminous flux 3300 lm
Rated luminous flux 3300 lm
Correlated colour temperature 4000K
Colour temperature designation neutral white
Colour rendering index (Ra) 70
Colour consistency 7

MECHANICAL DATA

Overall length 359 mm
Overall width 161 mm
Overall height 78 mm
Weight 1,4 kg

LIFE SPAN

Nominal life time 50000 hrs
Rated life time 50000 hrs
Number of switching cycles 25000

Optimum operating ambient temperature -20~40
Dimming Non-dimmable
Surge protection 4kV
IP rating IP66
IK rating IK09



ZD216 10W 4000K Street Light T1M without fuse

5 999097 607337 2018-01-17

PRODUCT INFORMATION

Product code 60733
Product description ZD216 10W 4000K Street
EAN code 5999097607337
Category Streetlight

ELECTRICAL DATA

Nominal wattage 10W
Rated wattage 10.0 W
Nominal voltage 220-240V
Operating frequency 50/60 Hz
Nominal current 0,05 A
Power factor 0.9

PHOTOMETRIC DATA

Nominal luminous flux 1100 lm
Rated luminous flux 1100 lm
Correlated colour temperature 4000K
Colour temperature designation neutral white
Colour rendering index (Ra) 70
Colour consistency 7

MECHANICAL DATA

Overall length 359 mm
Overall width 161 mm
Overall height 78 mm
Weight 1,4 kg

LIFE SPAN

Nominal life time 50000 hrs
Rated life time 50000 hrs
Number of switching cycles 25000

Optimum operating ambient temperature -20~40
Dimming Non-dimmable
Surge protection 4kV
IP rating IP66
IK rating IK09



ZD216 20W 4000K Street Light T1M without fuse

5 999097 607344 2018-01-17

PRODUCT INFORMATION

Product code 60734
Product description ZD216 20W 4000K Street
EAN code 5999097607344
Category Streetlight

ELECTRICAL DATA

Nominal wattage 20W
Rated wattage 20.0 W
Nominal voltage 220-240V
Operating frequency 50/60 Hz
Nominal current 0,09 A
Power factor 0.9

PHOTOMETRIC DATA

Nominal luminous flux 2200 lm
Rated luminous flux 2200 lm
Correlated colour temperature 4000K
Colour temperature designation neutral white
Colour rendering index (Ra) 70
Colour consistency 7

MECHANICAL DATA

Overall length 359 mm
Overall width 161 mm
Overall height 78 mm
Weight 1,4 kg

LIFE SPAN

Nominal life time 50000 hrs
Rated life time 50000 hrs
Number of switching cycles 25000

Optimum operating ambient temperature -25-45°C
Dimming Non-dimmable
Surge protection 4kV
IP rating IP66
IK rating IK09



ZD216 30W 4000K Street Light T1M without fuse

5 999097 607351 2018-01-17

PRODUCT INFORMATION

Product code 60735
Product description ZD216 30W 4000K Street
EAN code 5999097607351
Category Streetlight

ELECTRICAL DATA

Nominal wattage 30W
Rated wattage 30.0 W
Nominal voltage 220-240V
Operating frequency 50/60 Hz
Nominal current 0,14 A
Power factor 0.9

PHOTOMETRIC DATA

Nominal luminous flux 3300 lm
Rated luminous flux 3300 lm
Correlated colour temperature 4000K
Colour temperature designation neutral white
Colour rendering index (Ra) 70
Colour consistency 7

MECHANICAL DATA

Overall length 359 mm
Overall width 161 mm
Overall height 78 mm
Weight 1,4 kg

LIFE SPAN

Nominal life time 50000 hrs
Rated life time 50000 hrs
Number of switching cycles 25000

Optimum operating ambient temperature -25-45°C
Dimming Non-dimmable
Surge protection 4kV
IP rating IP66
IK rating IK09



ZD216 50W 4000K Street Light T1S without fuse

5 999097 607443 2018-01-17

PRODUCT INFORMATION

Product code 60744
Product description ZD216 50W 4000K Street
EAN code 5999097607443
Category Streetlight

ELECTRICAL DATA

Nominal wattage 50W
Rated wattage 50.0W
Nominal voltage 220-240V
Operating frequency 50/60 Hz
Nominal current 0,22 A
Power factor 0.95

PHOTOMETRIC DATA

Nominal luminous flux 6000 lm
Rated luminous flux 6000 lm
Correlated colour temperature 4000K
Colour temperature designation neutral white
Colour rendering index (Ra) 70
Colour consistency 7

MECHANICAL DATA

Overall length 483 mm
Overall width 209 mm
Overall height 96 mm
Weight 2,8 kg

LIFE SPAN

Nominal life time 50000 hrs
Rated life time 50000 hrs
Number of switching cycles 25000

Optimum operating ambient temperature -20~40
Dimming Non-dimmable
Surge protection 6kV
IP rating IP66
IK rating IK09



ZD216 80W 4000K Street Light T1S without fuse

5 999097 607450 2018-01-17

PRODUCT INFORMATION

Product code 60745
Product description ZD216 80W 4000K Street
EAN code 5999097607450
Category Streetlight

ELECTRICAL DATA

Nominal wattage 80W
Rated wattage 80.0W
Nominal voltage 220-240V
Operating frequency 50/60 Hz
Nominal current 0,34 A
Power factor 0.95

PHOTOMETRIC DATA

Nominal luminous flux 9600 lm
Rated luminous flux 9600 lm
Correlated colour temperature 4000K
Colour temperature designation neutral white
Colour rendering index (Ra) 70
Colour consistency 7

MECHANICAL DATA

Overall length 483 mm
Overall width 209 mm
Overall height 96 mm
Weight 2,8 kg

LIFE SPAN

Nominal life time 50000 hrs
Rated life time 50000 hrs
Number of switching cycles 25000

Optimum operating ambient temperature -20~40
Dimming Non-dimmable
Surge protection 6kV
IP rating IP66
IK rating IK09



ZD216 80W 4000K Street Light T2S without fuse

5 999097 607498 2018-01-17

PRODUCT INFORMATION

Product code 60749
Product description ZD216 80W 4000K Street
EAN code 5999097607498
Category Streetlight

ELECTRICAL DATA

Nominal wattage 80W
Rated wattage 80.0W
Nominal voltage 220-240V
Operating frequency 50/60 Hz
Nominal current 0,34 A
Power factor 0.95

PHOTOMETRIC DATA

Nominal luminous flux 9600 lm
Rated luminous flux 9600 lm
Correlated colour temperature 4000K
Colour temperature designation neutral white
Colour rendering index (Ra) 70
Colour consistency 7

MECHANICAL DATA

Overall length 483 mm
Overall width 209 mm
Overall height 96 mm
Weight 2,8 kg

LIFE SPAN

Nominal life time 50000 hrs
Rated life time 50000 hrs
Number of switching cycles 25000

Optimum operating ambient temperature -20~40
Dimming Non-dimmable
Surge protection 6kV
IP rating IP66
IK rating IK09



PF

200-240 V~

50/60 Hz IP66

1

Кафяво 
Коричневый 

Синьо
Синий

Зелено/Жълто

Зеленый/Желтый

 

   

2

3

Ø

20 359 161 79 40 4-6

30 359 161 79 40 4-6

50 483 209 96 60 6-8

80 483 209 96 60 6-8

 

  

 

  

45°C
-25°CIK09

6

    



БЪЛГАРСКИ
Монтажът трябва да се извърши единствено от оторизиран електротехник
Винаги изключвайте електрозахранването във веригата преди да извършвате работа по инсталацията
Вижте листа с технически данни за електрическите характеристики за да се гарантира безопасно монтиране

РУССКИЙ
Установку должен производить квалифицированный электрик
Перед установкой всегда отключайте электропитание
Обязательно ознакомьтесь инструкцией для безопасной установки и подключения


